; ; ®  nustrial de Vélvulas, S.A. de C.V. (NUMERO) - NUMBER: vo3cera1
| Av. de'la Industria Lote 16 Fracc. Industrial el Trébol 25 MR 03

Vln Tepotzotlan, Estado de México C.P-54600 (FECHA) DATE:
QUALITY ASSURANCE CERTIFICATE OF COMPLIANCE
ASEGURAMIENTO DE CALIDAD CERTIFICADO DE CUMPLIMIENTO
WE CERTIFY THAT THE PRODUCT LISTED BELOW WAS DESIGNED, MANUFACTURED AND TESTED
ACCORDING TO OUR QUALITY SYSTEM AND REQUIREMENTS GIVEN IN ONE OR MORE
OF THE FOLLOWING STANDARS:
CERTIFICAMOS QUE EL PRODUCTO LISTADO ABAJO FUE DISENADO, FABRICADO Y PROBADO
DE ACUERDO CON NUESTRO SISTEMA DE CALIDAD Y CON REQUISITOS ESTABLECIDOS
EN UNO O MAS DE LOS SIGUIENTES ESTANDARES
APl 6D - PIPELINE VALVES - GATE, PLUG, BALL AND CHECK
API 600 - STEEL GATE VALVES - FLANGED AND BUT-WELDING ENDS
APl 598 - VALVE INSPECTION AND TESTING
API 599 - METAL PLUG VALVES - FLANGED AND WELDING ENDS
ANS| B16.10 -FACE TO-FACE AND END TO END DIMENSIONS OF VALVES
ANS| B16.34 - VALVES - FLANGED, THREADED, AND WELDING ENDS
MSS-SP61 - PRESSURE TESTING OF STEEL VALVES
PART. No.:
(CODIGO) 25180
DESCRIPTION: 2* F1G, 502 F UT ¥CB. APT TRIN Mo. 8
(DESCRIPCION) yyv, conp. DE MERD FUMD, YALVULA SUNINISTRADA CON CONTROL DE ENISIONES
FUCITIVAS A 50 PPI'S X
PRESSURE TESTS | SHELL |BACK | SIDE__(tADO)
(PRUEBAS DE PRESIQN) {CASCOQ) SEAT 1 l 2
HYDROSTATIC (PSI
(HIDROSTATOCA() ) ‘50 .m l A ' ‘
PNEUMATIC (PSI)
(NEUMATICA) Q 80
MECHANICAL TESTS  (PROP MECANICAS)
K _ CHEMICAL COMPOSITION (%) (COMPOSICION QUIMICA) TENS | YIELD | ELG | RED|BHN
ITEM H ;r MATERIAL] C Mn [] ] Si Ni Cr- 1 Mo Cu-{ -V W1 KPSIL KPSt | % | %
(PARTE) (COLADA) |- (AsTM) - , {CYN@| 1ST | 2ND | S3RD{AVG
| Cuereo J3bk A 215 WCB] 0.180 0,930 0,016 0.018 O0.450 0,028 O.047 0.00F7 0.046 0.003 A W23 8.0 N0 189
BONETE-TAPA 13384 A216 WCB | 0.220 0.340 D.U2B D.OMB 0.450 0.037 0.047 - D.OO4 - 0.049 - D.OM 76.44 47,13 28.0 Sh.O 148
CUMA-DISCO- | D395 | A 217 {1y 0,120 0.460 - 0,018 D.014 - 0,380 D.040 13400 .D.018 0,035 0.002 9.1 7005 21.0 6.0 282
TAPON ' ,
) CERTIFIED BY:

. CERTIFICADO POR: ASEGURAMIENTO DE CALIDAD FAC10-21 REV.“1”



