; ; ®  ndustrial de Vatvulas, S.A. de C.V (NUMERO) NUMBER: vo3ce427
BT Av. de la Industria Lote 16 Fracc. Industrial ef Trébol 2771072003

Tepotzotién, Estado de México C.P. 54600 (FECHA) DATE:

QUALITY ASSURANCE CERTIFICATE OF COMPLIANCE

ASEGURAMIENTO DE CALIDAD CERTIFICADO DE CUMPLIMIENTO

WE CERTIFY THAT THE PRODUCT LISTED BELOW WAS DESIGNED, MANUFACTURED AND TESTED
ACCORDING TO OUR QUALITY SYSTEM AND REQUIREMENTS GIVEN IN ONE OR MORE
OF THE FOLLOWING STANDARS:

CERTIFICAMOS QUE EL PRODUCTO LISTADO ABAJO FUE DISENADO, FABRICADO Y PROBADO
DE ACUERDO CON NUESTRO SISTEMA DE CALIDAD Y CON REQUISITOS ESTABLECIDOS
EN UNO O MAS DE LOS SIGUIENTES ESTANDARES

APl 6D - PIPELINE VALVES - GATE, PLUG, BALL AND CHECK

APl 600 - STEEL GATE VALVES - FLANGED AND BUT-WELDING ENDS
AP1598 - VALVE INSPECTION AND TESTING

AP1 599 - METAL PLUG VALVES - FLANGED AND WELDING ENDS

ANSI B16 .10 - FACE TO FACE AND END TO END DIMENSIONS OF VALVES
ANSI B16.34 - VALVES - FLANGED, THREADED, AND WELDING ENDS
MSS-SP61 - PRESSURE TESTING OF STEEL VALVES

PART. No.: 00953
(CODIGO)

. DESCRIPTION: §* Fig, 5802 F M i3, APl TRIN M.
; ‘DESCR"’C‘ON’ CABT STEEL GATE VALVE (VALWALA CONPUERTA DE ACERD FUNDIRO)

PRESSURETESTS 1 SELL [BACK| SIDE 1200 VALVE WITH LOW ENISSION CONTROL (VALWLA SUNINISTRADA CON CONTROL 3€ EMISIONES)
-] s(PruEBAS DEPRESION) | (CASCO) | SEAT 1 | 2 (FUCITIAS A 30 PPH'S MAX)
HYDROSTATIC (PSI) ’
T HIDROSTATICA) L L KA NA
~ PNEUMATIC (PSI)
Lo (NEUMATICA) ; [) ®
MECHANICAL TESTS  (PROP. MECANICAS)
L CHEMICAL COMPOSITION (%) (COMPOSICION QUIMICA TENS | YIELD | ELG | RED|BHN
T EMT T RERT [MatERIAL] € [ Mn | P S | Sl | Nl | Cr]| Mo | Cu] V | W |KrsSI|kpsi| % | %
| earte | cotaDy | st > CVN@| 1ST | 2ND | 3RD | AVG

W3 [AA6WE) 020 0.%0 0,00 0022 043 0.000 0.023 0.000 0.028 0.0 Het QN 2.0 4.0 151
RI4ETS  [AZINCD ] 0,200 0.9 0,039 0,025 47.000 0.007 0039 0.000 0.050 0.5 NS M2 M0 5.0 1R

TR AT 0500 o.vzb 0.018 0.015 0950 204 12700 0.015 0035 .00 %.72 .72 8.0 8.0 25

~_ CERTIFIED BY:

. auaLl gynﬁncs
CERTlFlCADO POR: ASEGURAMIENTO DE CALIDAD EAG10.21 REV “1"




