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QUALITY ASSURANCE CERTIFICATE OF COMPLIANCE

ACCORDING TO OUR QUALITY SYSTEM AND REQUIREMENTS GIVEN IN ONE OR MORE
OF THE FOLLOWING STANDARS:

CERTIFICAMOS QUE EL PRODUCTO LISTADO ABAJO FUE DISENADO, FABRICADO Y PROBADO
DE ACUERDO CON NUESTRQ SISTEMA DE CALIDAD Y CON REQUISITOS ESTABLECIDOS
EN UNO O MAS DE LOS SIGUIENTES ESTANDARES

ASEGURAMIENTO DE CALIDAD CERTIFICADO DE CUMPLIMIENTO

WE CERTIFY THAT THE PRODUCT LISTED BELOW WAS DESIGNED, MANUFACTURED AND TESTED

ASSURANCE

“CERTIFICADO POR: ASEGURAMIENTO DE CALIDAD

APl 6D - PIPELINE VALVES - GATE, PLUG, BALL AND CHECK
APl 600 - STEEL GATE VALVES - FLANGED AND BUT-WELDING ENDS
APl 598 - VALVE INSPECTION AND TESTING
APl 599 - METAL PLUG VALVES - FLANGED AND WELDING ENDS
ANSI B16.10 - FACE TO FACE AND END TO END DIMENSIONS OF VALVES
ANSI B16 .34 - VALVES - FLANGED, THREADED, AND WELDING ENDS
MSS-SP61 -'PRESSURE TESTING OF STEEL VALVES
+ '+« PART. No.
- “copigo) M@ .

.~ DESCRIPTION:

e .. CAST STEEL GLOBE VALVE (VALVULA CLOBS DE ACERD FUNDING) , ;
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MECHANICAL TESTS  (PROP MECANICAS)
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