;R ®  ingustrial de Véivulas, S.A. de C.V. (NUMERO) NUMBER: VOIRES26
TR Av. de la Industria Lote 16 Frace. industrial el Trébol 11/12/2003

V Tepotzotién, Estado de México C.P. 54600 (FECHA) DATE:

QUALITY ASSURANCE CERTIFICATE OF COMPLIANCE

ASEGURAMIENTO DE CALIDAD CERTIFICADO DE CUMPLIMIENTO

WE CERTIFY THAT THE PRODUCT LISTED BELOW WAS DESIGNED, MANUFACTURED AND TESTED
ACCORDING TO OUR QUALITY SYSTEM AND REQUIREMENTS GIVEN IN ONE OR MORE
OF THE FOLLOWING STANDARS:

CERTIFICAMOS QUE EL PRODUCTO LISTADO ABAJO FUE DISENADO, FABRICADO Y PROBADO
DE ACUERDO CON NUESTRO SISTEMA DE CALIDAD Y CON REQUISITOS ESTABLECIDOS
EN UNO O MAS DE LOS SIGUIENTES ESTANDARES

APl 6D - PIPELINE VALVES - GATE, PLUG, BALL AND. CHECK

AP} 800 - STEEL GATE VALVES - FLANGED AND BUT-WELDING ENDS
AP1 598 - VALVE INSPECTION AND TESTING

AP1 599 - METAL PLUG VALVES - FLANGED AND WELDING ENDS

ANSI B16.10 - FACE TO FACE AND END. TO END DIMENSIONS OF VALVES
ANSI B16 .34 - VALVES - FLANGED, THREADED, AND WELDING ENDS
MSS-SP61 - PRESSURE TESTING OF STEEL VALVES
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'CERTIFIED BY:

QUALITY ASSURANCE

CERTIFICADO POR: ASEGURAMIENTO DE CALIDAD FAC10-21 REV “1"



