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3 Tepotzotlén, Estado de México C.P. 54600 (FECHA) DATE:
QUALITY ASSURANCE CERTIFICATE OF COMPLIANCE
ASEGURAMIENTO DE CALIDAD CERTIFICADO DE CUMPLIMIENTO
WE CERTIFY THAT THE PRODUCT LISTED BELOW WAS DESIGNED, MANUFACTURED AND TESTED
ACCORDING TO OUR QUALITY SYSTEM AND REQUIREMENTS GIVEN IN ONE OR MORE
OF THE FOLLOWING STANDARS:
CERTIFICAMOS QUE EL PRODUCTO LISTADO ABAJO FUE DISENADO, FABRICADO Y PROBADO
DE ACUERDO CON NUESTRO SISTEMA DE CALIDAD Y CON REQUISITOS ESTABLECIDOS
EN UNO O MAS DE LOS SIGUIENTES ESTANDARES
API 6D - PIPELINE VALVES - GATE, PLUG, BALL AND CHECK
APl 600 - STEEL GATE VALVES - FLANGED AND BUTWELDING ENDS
AP1 598 - VALVE INSPECTION AND TESTING
API 599 - METAL PLUG VALVES - FLANGED AND WELDING ENDS
ANS| B16.10 - FACE TO FACE AND END TO END DIMENSIONS OF VALVES
ANSI B16.34 - VALVES - FLANGED, THREADED, AND WELDING ENDS
MSS-SP61 - PRESSURE TESTING OF STEEL VALVES
PART. No.:
(CODIGO) D03

DESCRIPTION:  8* FIC. 51 F VT 003, A1 TRIN b8

CAST STEEL SHING CHECK WALVE (WALWLA RETENCION TIPO COLUNPID DE ACERO FUNBING)

VALVE UITH LOW ENISSION CONTROL (UALVULA SUNTIISTRAM CON CONTREL DE ENISIOME)
PRESSURE TESTS | SHELL |BACK | SIDE__(AD0)
(PRUEBAS DE PRESION) | (CAscO) | seat RE {FUCTTIVAS & 30.PPI°S AT
HYDROSTATIC (PSI '
(H!DROSTATICA() ) ] A L )] 33
PNEUMATIC (PSI)
(NEUMATICA) 7Y Te
MECHANICAL TESTS  (PROR MEGANICAS)
CHEMICAL COMPOSITION (%) (COMPOSICION QUIMICA) TENS| YIELD | ELG | RED|BHN
ITEM H J MATERIAL] - C Mn p S Si Ni Cr Mo Cu Vv w KPS| KPSt | % %
(PARTE) (COLADA) |  (ASTM) CVN@| 1ST | 2ND [ 3RD | AVG
| MI? | A2UCHE 0200 093 0.025 0015 047 0.050 0.060 0014 0.0M0 0.008 oM 68 20 0.0 1
toveRed) | .
OET MAY | AZIeWCN 0200 0.917 0.0 0024 0,523 0,010 0.050 0.0 0.030 0.9 6.8 W8 2.0 N0 e
{DONETE 1 :
WENGE 315K | Q12 2A7.CM% 0.0% 074 0,017 0.018 090 0.4% 13710 0.290 0.000 0.0 10450 5.0 2.0 3.0 28
M ‘ '
M)
 CERTIFIED BY:

QUALITY #JSURANCE
CERTIFICADO POR: ASEGURAMIENTO DE CALIDAD
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